
INSTALLATION OVERVIEW

IMPORTANT:
A structural engineer must verify the
adequacy of the supporting structure.
Each strap exerts 2500 lb of tension.
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STEP 1: Fasten Column Posts and Column Belts to existing structural columns.

STEP 2: Use Quick Links to connect the Rail & Ratchet Straps to the Column Belts.
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STEP 3: Tension the rail straps. Install Anti-Deflection Posts every 10 feet. Install optional 
Padlocks (P). For falling object protection attach StrapRail® Netting to the barrier.

Column Belt (Blue)
4” Heavy wear web with sewn forged buckle

Column Post (Yellow)
Includes 2 captive 10’ x 1” red ratchet strap

Quick Link
5/8” dia. galv. steel

Rail Strap (Orange)
100’ x 4” polyester web

Breaking strain per 4” strap: 24,000 lb when new

Ratchet Strap (Orange)
4’ x 4” polyester web

Midrail Pouch
For Surplus Strap

Anti-Deflection Post
3/16” aluminum angle

45” Top Rail

24.5” Midrail

4” Toeboard

Made in Canada by The Superchute Factory.
8810 Elmslie Road, Montreal, Quebec, Canada H8R 1V6

Toll Free: 1-800-363-2488 or 514-365-6121
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